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JA2017 Prefacio

Prefacio

Las Jornadas de Automática se celebran desde hace 40 años en una universidad nacional
facilitando el encuentro entre expertos en esta área en un foro que permite la puesta en común
de las nuevas ideas y proyectos en desarrollo. Al mismo tiempo, propician la siempre necesaria
colaboración entre investigadores del ámbito de la Ingenieŕıa de Control y Automática, aśı como
de campos afines, a la hora de abordar complejos proyectos de investigación multidisciplinares.

En esta ocasión, las Jornadas estarán organizadas por la Universidad de Oviedo y se han
celebrado del 6 al 8 de septiembre de 2017 en el Palacio de Congresos de Gijón, colaborando
tanto la Escuela Politécnica de Ingenieŕıa de Gijón (EPI) como el Departamento de Ingenieŕıa
Eléctrica, Electrónica de Computadores y de Sistemas del que depende el Área de Ingenieŕıa
de Sistemas y Automática.

Además de las habituales actividades cient́ıficas y culturales, esta edición es muy especial
al celebrarse el 50 aniversario de la creación de CEA, Comité Español de Automática.
Igualmente este año se conmemora el 60 aniversario de la Federación Internacional del Control
Automático de la que depende CEA. Aśı se ha llevado a cabo la presentación del libro que se ha
realizado bajo la coordinación de D. Sebastián Dormido, sobre la historia de la Automática en
España en una sesión en la que han participado todos los ex-presidentes de CEA conjuntamente
con el actual, D. Joseba Quevedo.

Igualmente hemos contado con la presencia de conferenciantes de prestigio para las sesiones
plenarias, comunicaciones y ponencias orales en las reuniones de los 9 grupos temáticos, con-
tribuciones en formato póster. Se ha celebrado también el concurso de CEABOT, aśı como una
nueva Competición de Drones, con el ánimo de involucrar a más estudiantes de últimos cursos
de Grado/Máster.

En el marco de las actividades culturales programadas se ha podido efectuar un recorrido
en el casco antiguo situado en torno al Cerro de Santa Catalina y visitar la Laboral.

Gijn, septiembre de 2017 Hilario López
Presidente del Comité Organizador
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José M. Azoŕın Miguel Hernandez University of Elche
Pedro Balaguer Universitat Jaume I
Antonio Javier Barragán Piña Universidad de Huelva
Alfonso Baños Universidad de Murcia
Guillermo Bejarano University of Seville
Gerardo Beruvides Centro de Automática y Robótica
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José Luis Casteleiro-Roca University of Coruña
Alvaro Castro-Gonzalez Universidad Carlos III de Madrid
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José Luis Pitarch Universidad de Valladolid

1



JA2017 Program Committee
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Fernández Francos, Aitor Fernández Jiménez, Mario Alvarez Fernández and Samuel
Camba Fernández

Reduction of population variability in protein expression: A control engineering approach. 8

Yadira Boada, Alejandro Vignoni and Jesús Picó
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José Carreño, Jose Luis Guzman, José Carlos Moreno and Rodolfo Villamizar

Control reset para maniobra de cambio de carril y validación con CarSim. . . . . . . . . . . . . . . . . 23

Miguel Cerdeira, Pablo Falcón, Antonio Barreiro, Emma Delgado and Miguel
Dı́az-Cacho

Maniobra de aterrizaje autom atica de una Cessna 172P modelada en FlightGear y
controlada desde un programa en C . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31

Mario de La Rosa, Antonio Javier Gallego and Eduardo Fernández
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BANCADA PARA ANÁLISIS INTELIGENTE DE DATOS EN MONITORIZACIÓN
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LA INFORMÁTICA INDUSTRIAL EN LAS INGENIERÍAS INDUSTRIALES . . . . . . . . . . 486

Rogelio Mazaeda, Eusebio de La Fuente López, José Luis González, Eduardo J. Moya
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MODELADO DINÁMICO DE UN SISTEMA DE ALMACENAMIENTO DE FRÍO
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Luis Gand́ıa
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Juan José Gamboa, Marcos Maroto Gómez, Sara Marqués Villaroya, Antonio J.
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Evolución de la robótica social y nuevas tendencias . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 836
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Garćıa-Vacas, Vı́ctor Fernando Muñoz, Enrique Bauzano and Juan Carlos Fraile
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SIMULADOR PARA LA CREACIÓN DE MUNDOS VIRTUALES PARA LA
ASISTENCIA A PERSONAS CON MOVILIDAD REDUCIDA EN SILLA DE RUEDAS.1023
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Summary  

 
The article deals with the design of a Model 

Predictive Control strategy in an offshore platform 

located in the Atlantic Ocean that produces hydrogen 

from the energy of the wind and the waves. This 

renewable energy is the energy source that feeds a 

set of electrolyzers which produce hydrogen, taking 

into account the energy available and optimizing the 

operation of the plant. The results of the simulation 

are presented, showing the correct operation of the 

platform under the proposed control. 

 

Keywords: Hydrogen; renewable energy; model 

predictive control. 

 

 

 

1 INTRODUCTION  
 

This paper evaluates the design of an Energy 

Management System for Hydrogen production 

(EMSH) using advanced algorithms based on Model 

Predictive Control (MPC) ideas to balance the 

consumption of power by electrolysis units in an 

offshore platform, with the aim of maximizing 

hydrogen production. 

This approach is more advanced than previous EMSH 

defined for the H2OCEAN plant [1 ,2] as it takes into 

account a cost function which optimizes the 

operation of the electrolysis plant. We focus here 

only in the hydrogen production numerically but 

taking into account the reduction of the number of 

connection/disconnections (in order to improve the 

state of health of the electrolyzers). Moreover, the 

proposed approach makes possible for system 

operator to know in advance the expected production 

and, therefore, schedule preventive-predictive 

maintenance operations on the electrolyzer units. 

For simplicity, in this paper renewable hydrogen in 

locally generated by wind turbines and wave energy 

converters and it is fully used (no storage or external 

sources are considered), but the results can be easily 

extended to the most common situation of using only 

the excess of energy from renewable sources [3]. 

The EMSH developed in this paper follows a smart 

grid approach for the local micro grid [4]. In 

comparison with previous works [2], this proposal 

focuses on using an advanced control system to 

optimize hydrogen production and improves the 

operation of the appliances. 

The energy generated at the platform by wind and 

waves is balanced by regulating the operating point 

of each electrolysis unit and its connections or 

disconnections, using a MPC. The term MPC does 

not designate a specific control strategy, but a very 

ample range of control methods which make an 

explicit use of a model of the process to obtain the 

control signal by minimizing an objective function 

[5]. 

The MPC presented in this paper is based on a 

Mixed-Integer-Quadratic-Programming (MIQP) 

algorithm which makes it possible to take into 

account predictions of available power and power 

consumption, improving the balance and reducing the 

number of connections and disconnections of the 

devices. Furthermore, a non-linear model with binary 

and continuous variables is developed in this paper, 

which is then transformed in such a way that an 

MIQP can be used to solve the MPC optimization at 

each step. 

A case study is presented in this paper composed of 

wave and wind energies feeding a set of 

electrolyzers. The class of electrolyzers considered in 

this work are high-pressure and temperature alkaline 

electrolyzers, as they generate hydrogen with a purity 

better than 99.97%, which is the quality used in the 

automotive industry [6], and are already available at 

the power levels that make the technology cost-

efficient (about MW). This work is organized in the 

following manner: Section 2 gives an overall 

description of the process and the variables that will 
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be used in the MCP. Section 3 deals with the control 

proposal and the optimization problem, whereas 

Section 4 shows a case study proposed in a certain 

location showing the adequate operations of the 

proposed EMSH. Finally Section 5 gives some 

conclusions. 

 

2 MATERIAL AND METHOD 

 
This work falls within the innovative idea that 

consists of hydrogen offshore production by a 

combination of renewable energies. This paper 

focuses on the design of an advanced control 

algorithm of the H2OCEAN platform based on MPC 

ideas. 

 

2.1 PROCESS DESCRIPTION 

 

Fig. 1 depicts the components of the proposed 

renewable hydrogen platform: two renewable energy 

sources (wave and wind) supply electricity to the 

process. This electricity is generated in a WEC 

(Wave Energy Converter) coupled to a VAWT 

(Vertical Axes Wind Turbine) from a hybrid device, 

and is the used in the electrolyzers as scheduled by 

the EMSH that will be described in Section 3. An 

electrolyzer is a piece of electrochemical apparatus 

(something that uses electricity and chemistry at the 

same time) designed to perform electrolysis: splitting 

a solution into the atoms from which it is made by 

passing electricity through it [7]. The proposed 

EMSH is aimed at adapting the production of 

hydrogen to the available energy using degrees of 

freedom of the advanced control system, so the 

hydrogen produced is maximized without degrading 

the electrolyzers. 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 1: Block structure of the renewable hydrogen 

platform. 

 

2.2 MANIPULATED AND CONTROLLED 

VARIABLES 

 

The manipulated variables of the proposed EMSH are 

the operating points for each electrolyzer, known as 

capacity factors. They are mathematically denoted by 

αi(k), where k represents the discrete time in samples 

(a sample time of 1 hour is used) and the suffix i is 

used to identify each device. Moreover: 

 

- αi(k) = 0 if the electrolyzer i is disconnected 

at time k. 

- αi(k) is between [αi   α̅i] if the electrolyzer is 

connected, where αi and α̅i are minimum 

and maximum values (between 0 and 1) 

fixed by the manufacturer due to 

technological limitations. 

 

In addition, binary variables δi(k) ∈ {0,1} are used 

where 0 corresponds to electrolyzer disconnection 

and 1 to electrolyzer connection [8]. 

The model of the electrolyzers is represented by the 

following equations with parameters a and b that are 

obtained from manufacturer’s data and measurements 

from the plant: 

 

Ĥi(k)  =  
α̂i(k)∙δ̂i(k)

ai∙α̂i(k)+bi
 ∙  P̅i   (1) 

 

P̂i(k) = P̅i ∙ α̂i(k) ∙ δ̂i(k)   (2) 

 

Equations (1) and (2) show the controlled variables 

of electrolyzer i: P̂i(k) and Ĥi(k). On the one hand, 

Ĥi(k) is the predicted hydrogen production of 

electrolyzer i at time k. On the other hand, P̂i(k) is 

the predicted energy consumption of device i 

whereas P̅i is its maximum power at the sample time. 

Parameters ai, bi and P̅i are used to define the device 

operation which gives the relationship between 

consumed energy and hydrogen production. 

Fig. 2 depicts the controlled and manipulated 

variables for the electrolysis unit. 

 

 

 

 

 

 

 

 

 

 

Figure 2: Scheme of the controlled and manipulated 

variables. 

 

Note that the model of the electrolyzers used here is 

static because the time required for them to vary α 

from the minimum to the maximum value is less than 

a few minutes in the worst case, thus, these dynamics 

can be neglected as the sampling time for the EMSH 

proposed here is one hour [9]. 

Fig. 3 shows the ratio Hi/Pi in the production of 

hydrogen by electrolysis as a function of the capacity 

factor (α) for the two types of electrolyzers 

considered which will be explained in the case study. 
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Figure 3: Ratio H2 produced/Power consumed at 

different α (a1 = 0.875kW/Nm
3
, b1 = 0.875kW/Nm

3
, 

a2 = 0.778kW/Nm
3
, b2 = 3.625kW/Nm

3
 

 

2.3 MODEL PREDICTIVE CONTROL FOR 

HYDROGEN PRODUCTION 

  

Comparing with other methods of process control, 

MPC can be used to solve the most common 

problems in today’s industrial processes, which need 

to be operated under tight performance specification 

where many constraints need to be satisfied. The 

principal elements in MPC are the objective function 

to be minimized, the model used to compute the 

predictions of the controlled variables, the definition 

of the process constraints and the method applied to 

solve the optimization problem [10]. Fig. 4 shows the 

EMSH based on MPC ideas, where the optimization 

block receives information from the model block 

(electrolysis plant), which is responsible for 

computing the predictions of the plant output in a 

defined horizon N.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 4: Proposed EMSH based on MPC ideas. 

A model which was depicted in equations (1) and (2) 

is used to predict the future outputs based on past and 

current values and on the proposed optimal future 

control actions. These actions are calculated by the 

optimizer taking into account the cost function 

(where the future tracking error is considered) as well 

as the constraints [10]. The MPC algorithm 

developed in this paper follows the Dynamic Matrix 

Control (DMC) method. It takes only into account 

the Nu horizon control first terms. Therefore 

assuming the process to be stable and without 

integrator. One of the characteristics of this method 

making it very popular in the industry is the addition 

of constraints. Optimization (numerical because of 

the presence of constraints) is carried out at each 

sampling instant and the value of u(t) is sent to the 

process. The inconveniences of this method are the 

size of process model required and also the inability 

to work with unstable processes [10].  

 

3 CONTROL PROPOSAL 
 

The control algorithm designed in this work aims to 

maximize the hydrogen produced by electrolysis 

considering different aspects, such as the limitation 

in the available power and the operational 

constraints. Three main objectives must be fulfilled: 

 

O1: To maximize the hydrogen production, the 

difference between the values of the prediction and 

its desired values for each electrolyzer is minimized 

for all the devices along the prediction horizon (N). 

O2: To maximize the operation of the devices, the 

discrete variables defining the connection or 

disconnection condition should be, whenever 

possible, equal to one (connection condition) along 

N. 

O3: Energy consumed by the devices should always 

be smaller than the energy supplied from the wind 

and waves (P̂available(k)) but tries to be equal. 

 

3.1 COST FUNCTION 

 

Equation (3) shows the quadratic cost function 

considered in this work. It is solved in each sample 

time to maximize production, without excess 

connections/disconnections: 

 

J = ∑ ∑[(Ĥi(k + j) − H̅i(k + j))2QHi 

N

j=1

n

i=1

            

+ ∑ ∑ (δ̂i(k + j) − 1)2Qδi] 
Nu
j=1

n
i=1                   (3) 

This equation considers, in a prediction and control 

horizons of N and Nu samples respectively, the error 

between the predictions of hydrogen produced (Ĥi) 

and its desired values (H̅i) while also penalizing the 
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number of connections and disconnections. Besides, 

QHi and Qδi are the weighting factors for the error 

and the control action, δi, respectively.  The first term 

of (3) is used for O1, while the second term of this 

equation aims to achieve O2.  

To solve this problem, the predictions of the 

hydrogen production are expressed as a function of 

the future control actions α̂i and δ̂i, and the past 

values of these inputs and the outputs Hi and Pi. 

These predictions are obtained using the electrolyzer 

models (1) and (2). Thus, using (3) with all the 

system constraints and the electrolyzer models, It can 

be shown that the optimization problem to be solved 

at each sample time is (4), where the last constraint 

aims to solve O3.  

 

min
(αi,δi)

J 

 

δi  ∈  {0, 1} 

 

αi  ≤ αi  ≤ α̅i 

 

            s.t           P̂i(k) = P̅i ∙ α̂i(k) ∙ δ̂i(k) 

 

Ĥi(k)  =  
α̂i(k) ∙ δ̂i(k)

ai ∙ α̂i(k) + bi

 ∙  P̅i 

 

   ∑ P̂i(k) ≤ P̂available(k)n
i=1    (4) 

 

3.2 CONSTRAINTS 

 

Constraints were included in (4). They are 

mathematically given by: 

 

αi(k + j) ≤ α̅i   (5) 

 

αi(k + j) ≥ αi    (6) 

 

The following constraint (7) must be considered to 

fulfil O3: at each sample (k), the total energy 

consumed should always be smaller than the 

predicted available from the wind and waves 

P̂available(k). Considering MPC ideas, the vector of 

predictions of available power, P̂available(k), is 

calculated over Nu using real meteorological data. 

Hence, the constraint in the consumed energy is: 

 

∑ P̅i ∙ α̂i(k + j) ≤ P̂available(k + j)n
i=1 

j = 1, 2,..., Nu   (7) 

 

3.3 MPC STRATEGY 

 

As it has been seen in Section 2.3, the MPC based on 

DMC ideas used in this advanced control algorithm 

includes a cost function (see Equation (4)) which 

considers, in a horizon of N samples, the error 

between the produced hydrogen Ĥi and its desired 

values (H̅i) and also the number of electrolyzers in 

operation (δ̂i). J is solved at each sample time using 

receding horizon estimation. 

With this, the optimization problem solved each 

sample time aims to optimize hydrogen production 

(Ĥi) and minimizes the consumption P̂i. 

For the H2OCEAN platform [1], the predictions are 

wave height, wave period and wind speed, but other 

different sources can be used of different proposal. 

Then, the future predictions of the output (hydrogen 

production, vector Ĥi) are expressed as a function of 

the future control actions (vectors Ĥi and Ĥi) and the 

past values of the inputs and outputs. In the case of 

the electrolyzers modelled here, only a static model is 

considered. Thus a structure of the EMSH control 

algorithm proposed in this paper is depicted in Fig. 5. 

 

 
Figure 5: Structure of the EMSH control algorithm 
 

4 CASE STUDY 
 

We now present the case study, which is a simulation 

of the platform with a perfect knowledge. The 

platform is made up of two different parts: one is the 

energy source and the other consumes the energy to 

generate hydrogen. To produce the energy for the 

renewable hydrogen plant, two sources (wind and 

waves) have been considered. Wind energy was 

chosen as it is a mature technology [11] and wave 

energy as it provides lower variability in the energy 

production [12]. A co-located hybrid device of 1 

vertical axis wind turbine (VAWT) of 5.0 MW peak 

power and 1 wave energy converter (WEC) of 1.6 

MW peak power were chosen according to the 

studies developed in the project H2OCEAN [1]. This 

hybrid VAWT-WEC device provides the energy: it 

consists of a platform with a hull (where the VAWT 

is located) and a cross bridge where four pitching 

wave energy converters are placed. The wave energy 

converters also reduce the motion of the platform and 

passively rotate it to face the waves. 
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Figure 5: A co-located VAWT-WEC device [1] 

 

To produce hydrogen, different NEL A485 

electrolyzers were chosen. The main gas storage 

containers are located on two floating units, well 

separated from both the hydrogen production and 

each other. The alkaline electrolyzers operate slightly 

above ambient pressure and are further equipped with 

pressure relief equipment, to prevent overpressure 

operation.  

 

4.1 RESULTS AND DISCUSSION 

 

A simulation was carried out using one hybrid device 

of 5.0 + 1.6 MW for the energy production. 

Meteorological data from a certain location in the 

Atlantic Ocean were used provided by Agencia 

Estatal de Meteorología (AEMET). Fig. 6 shows 

wave period predictions whereas Fig. 7 shows wave 

height predictions. 

 

 

 

 

 

 

 

 

 

Figure 6: Meteorological wave period predictions. 

 

 

 

 

 

 

 

 

 

Figure 7: Meteorological wave height predictions. 

 

 

 

 

 

 

 

 

 

 

Figure 8: Meteorological wind speed predictions. 

 

Three NEL electrolyzers (two high production of 

2.134 MW rated and one small production of 0.220 

MW rated) were chosen for this case study.  

 

A control horizon of 3 hours, a prediction horizon of 

3 hours and a sampling time of 1 hour were selected 

to validate de EMSH. Thus, n = 3, Nu = 3 and N = 3. 

To optimize, and MIQP solver in the MATLAB
®

 

TOMLAB
®
 was used. This optimization solver has 

been used for predictive control in different works 

[13, 14]. The available energy at each time k is 

different from the one predicted in the previous step. 

 

For this case study, some results for 140 hours of 

operation are shown in Figs. 9 to 13. These results 

confirm the correct operation of the advanced control 

system designed in this paper. 

Fig. 9 shows the power provided by the renewable 

energy sources (black line) and the power consumed 

(red line) by the electrolyzers. As it can be seen in 

the simulation, the controller maintains the consumed 

power very near the available one. As a consequence 

of this, the hydrogen produced is near the achievable 

maximum.  

This happens because an ideal operation was 

supposed. It must be pointed out that perfect 

knowledge of the electrolyzers parameters are 

assumed and correspond to the manufacturer’s data. 

In practice there are some tolerances and variations 

in parameters. 

 

 

 

 

 

 

 

 

 

Figure 9: Power available and consumed. 

 

Fig. 10 shows the operation of the electrolyzer i = 1 

(high production). As expected, this device is not 

connected/disconnected very often by the proposed 

EMSH and α1 is always between the requested bounds 

α̅1 and α1 
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Figure 10: Operation of electrolyzer i = 1 . 

 

Fig. 11 shows the operation of the second high 

production electrolyzer (i = 2). This operation is 

different from the electrolyzer i = 1 because they 

have different weighting factors. Thus, here the 

capacity factor α1 is almost always at the lower 

bound α2. As it is not disconnected frequently, it can 

be considered that the control algorithm is well 

designed and tuned. 

 

 

 

 

 

 

 

 

 

Figure 11: Operation of electrolyzer i = 2. 

 

Electrolyzer i = 3 (Fig. 12) is more connected 

because its operation is bigger than the operation of 

the high production electrolyzers, therefore the 

operation of this device can also be considered 

correct. As in the other electrolyzers, the values of 

the manipulated variables are always between the 

defined bounds. 

 

 

 

 

 

 

 

 

 

Figure 12: Operation of electrolyzer i = 3. 

 

5 CONCLUSIONS 

 
The main conclusions of this paper are the following: 

- The Mixed-Integer-Quadratic-Programming for 

the MPC allows the capacity factor of each 

electrolysis unit and its connections or 

disconnections to be regulated. 

- In the two case studies, the error between the 

predicted and the desired powers consumed by 

each electrolyzer is minimized for all devices 

along the prediction horizon N. 

- The operation of the electrolysis set is 

maximized, since the discrete variables defining 

the connection/disconnection condition of the 

electrolysis is actioned along the prediction 

horizon, as much as possible. 

- The MPC control strategy ensures the hydrogen 

production continuity, since the energy consumed 

by the electrolysis is almost equal to the energy 

supplied from the wind and waves during the 

prediction horizon. 

- The electrolyzer’s state of health is ensured, 

thanks to the minimization of the switching 

between the connection/disconnection states.  
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