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JA2017 Prefacio

Prefacio

Las Jornadas de Automática se celebran desde hace 40 años en una universidad nacional
facilitando el encuentro entre expertos en esta área en un foro que permite la puesta en común
de las nuevas ideas y proyectos en desarrollo. Al mismo tiempo, propician la siempre necesaria
colaboración entre investigadores del ámbito de la Ingenieŕıa de Control y Automática, aśı como
de campos afines, a la hora de abordar complejos proyectos de investigación multidisciplinares.

En esta ocasión, las Jornadas estarán organizadas por la Universidad de Oviedo y se han
celebrado del 6 al 8 de septiembre de 2017 en el Palacio de Congresos de Gijón, colaborando
tanto la Escuela Politécnica de Ingenieŕıa de Gijón (EPI) como el Departamento de Ingenieŕıa
Eléctrica, Electrónica de Computadores y de Sistemas del que depende el Área de Ingenieŕıa
de Sistemas y Automática.

Además de las habituales actividades cient́ıficas y culturales, esta edición es muy especial
al celebrarse el 50 aniversario de la creación de CEA, Comité Español de Automática.
Igualmente este año se conmemora el 60 aniversario de la Federación Internacional del Control
Automático de la que depende CEA. Aśı se ha llevado a cabo la presentación del libro que se ha
realizado bajo la coordinación de D. Sebastián Dormido, sobre la historia de la Automática en
España en una sesión en la que han participado todos los ex-presidentes de CEA conjuntamente
con el actual, D. Joseba Quevedo.

Igualmente hemos contado con la presencia de conferenciantes de prestigio para las sesiones
plenarias, comunicaciones y ponencias orales en las reuniones de los 9 grupos temáticos, con-
tribuciones en formato póster. Se ha celebrado también el concurso de CEABOT, aśı como una
nueva Competición de Drones, con el ánimo de involucrar a más estudiantes de últimos cursos
de Grado/Máster.

En el marco de las actividades culturales programadas se ha podido efectuar un recorrido
en el casco antiguo situado en torno al Cerro de Santa Catalina y visitar la Laboral.

Gijn, septiembre de 2017 Hilario López
Presidente del Comité Organizador
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Ruiz, Adria

Torres, Jose Luis

Vaquero, Victor

1



 



JA2017 Table of Contents

Table of Contents
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José Sánchez, Maria Guinaldo, Sebastián Dormido and Antonio Visioli

An Estimation Approach for Process Control based on Asymmetric Oscillations . . . . . . . . . . 181

José Sánchez, Maŕıa Guinaldo Losada, Sebastian Dormido, José Luis Fernández
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Francisco J. Lastra, Jesús A. Trujillo, Francisco J. Velasco and Eĺıas Revestido
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Entrenamiento robótico de la marcha en pacientes con Parálisis Cerebral: definición de
objetivos, propuesta de tratamiento e implementación cĺınica preliminar . . . . . . . . . . . . . . . . . . 244
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ANÁLISIS FORMAL DE LA DINÁMICA DE SISTEMAS NO LINEALES
MEDIANTE REDES NEURONALES. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 376

Eloy Irigoyen, Mikel Larrea, A. Javier Barragán, Miguel Ángel Mart́ınez and José
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MODELADO DINÁMICO DE UN SISTEMA DE ALMACENAMIENTO DE FRÍO
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DETECCIÓN AUTOMÁTICA DE FALLOS MEDIANTE MONITORIZACIÓN Y
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Modelado de micro-central hidráulica para el diseño de controladores con aplicación en
regiones aisladas de Honduras . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 618

Alejandro Tapia Córdoba, Pablo Millán Gata, Fabio Gómez-Estern Aguilar,
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Raúl Cebolla Arroyo, Jorge De Leon Rivas and Antonio Barrientos

USING AN UAV TO GUIDE THE TELEOPERATION OF A MOBILE
MANIPULATOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 694

Josep Arnau Claret and Luis Basañez
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Micrófonos de contacto: una alternativa para sensado tactil en robots sociales . . . . . . . . . . . . 724
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Antonio José Muñoz-Ramirez, Jesús Manuel Luque-Bedmar, Jesus Manuel
Gomez-De-Gabriel, Anthony Mandow, Javier Serón and Alfonso Garcia-Cerezo
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ANÁLISIS DE ESTABILIDAD DE SINGULARIDADES AISLADAS EN ROBOTS
PARALELOS MEDIANTE DESARROLLOS DE TAYLOR DE SEGUNDO ORDEN. . . . . 821
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EVALUACIÓN DE UN ENTORNO DE TELEOPERACIÓN CON ROS . . . . . . . . . . . . . . . . . 864

David Vargas Frutos, Juan Carlos Ramos Mart́ınez, José Luis Samper Escudero,
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Juan-Carlos Cobos-Torres, Jordan Ortega Rodŕıguez, Pablo J. Alhama Blanco and
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DIGITALES . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 976
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Abstract 
 
This study analyses the usefulness of process network 
dynamics simulation for decision-making in refinery 
hydrogen networks. A theoretical hydrogen network 
of three desulphurisation plants is modelled, and 
three case scenarios discussed: baseline, high 
demand, and low demand. 
Discussion focuses on how the information from the 
simulation is interpreted and its usefulness for 
debottlenecking, scheduling and what-if analysis. 
Stress is put on dynamics of the system and their 
consequences in process operation throughout the 
network. Hydrogen purity is highlighted as the most 
affected variable, and discussed its network wide 
effect. In addition, the responses of inflows, outflows 
and headers are analysed.  
Although the model used is a simplified 
representation of the actual processes, the simulation 
analysis showed potential as decision-making 
support not provided with steady state models. 
Further researches based on real case-studies should 
be conducted to better conclude on the efficient 
usage of simulation in aiding refinery hydrogen 
networks operational decisions.        
 
Keywords: network simulation, process dynamics, 
decision-making. 
 
 
 
1 INTRODUCTION 
 
Hydrogen (H2) is an essential utility in refineries, due 
to its use as reactant in desulphurisation process 

units. Furthermore, environmental regulations limit 
sulphur content in fuels forcing refineries to produce 
low sulphur fuels [2, 5, 11-12]. 
Although less than 10% of the time process units are 
under transition states, most of the operational 
deviations, including process safety issues occur then 
[3]. Hence, simulation of transitions is of key 
importance in process networks in general and H2 
networks in particular. Interest in the study of 
transient conditions could minimise the overlooking 
of process safety. It could lead to unexpected 
scheduling bottlenecks, for example by delaying on 
specification products. Other negative effects due to 
variable H2 purity could be: high purge rates, reduced 
catalyst lifecycle and increased rotating machineries 
malfunction. Simulation can be used for analysis of 
scenarios, supporting decisions at different levels of 
operation, aiding in the decision-making process. In 
fact, increased focus on dynamic modelling and 
simulation of transition states is seen [1-3, 15]. For 
instance, in scheduling, process debottlenecking, 
what-if analysis, flowsheet design, being most of 
them simulations combined with optimisation [1, 3, 
5-8, 10-11, 14-16]. 
 
Refinery H2 networks main components are: gas 
headers (e.g.: high purity header – HPH -, low purity 
header – LPH - and fuel gas header – FGH -), 
hydrotreating plants and their components (e.g.: 
hydrodesulphurisation plant – HDS -), and H2 source 
(e.g.: typically a steam reforming unit). In Figure 1 
the arrangement of the network considered in this 
work is shown. Basically, the network has a H2 
source that serves the consumer plants. However, H2 
should be well in excess to minimise catalyst early 
decay and suffice compressors safe operation region. 
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Therefore, reactors outflows are recycled through 
recycle compressors and consumed gas is fed to 
comply with units’ pressure control. A typical 
desulphurisation plant is shown in Figure 2.  
 

 
 

Figure 1: Network topology. 
 

 
 
Figure 2: Schematic of a representative hydrotreating 

unit [5]. 
    
This work aims at studying the usefulness of 
simulation for decision support of refinery hydrogen 
(H2) networks during transition states incorporating 
simplified process dynamics. This is approached 
through studying three case scenarios of a 
representative theoretical network with different 
process condition transitions. Then discussing which 
are the main variables and how are they affected. 
Additionally, the main limitations of this 
methodology are pointed out, as well as some ideas 
of future research on this topic.   
 
 
2 METHODOLOGY 
 
2.1 NETWORK TOPOLOGY 
 
A hypothetical network flowsheet was modelled (see 
Figure 1), comprising the components listed in Table 
1. These components were modelled using first 
principles and specific mass and chemical equations 

where applicable (i.e.: reactors and separation 
drums). 

 
Table 1: Network components modelled. 

*Components coded within each HDS. **Only in 
HDS3. 

 
# Component 
1 H2 source (HP) 
1 HP make-up header (HPMU) 
1 LPH (Low Purity Header) 
1 FGH (Fuel Gas Header) 
3 HDS1/2/3 
3 Reactor (R1)* 
3 HP drum (SHP)* 
3 LP drum (SLP)* 
3 Amine column (ACL)* 
3 Recycle compressor (RC)* 
3 Make-up compressor (C_MU)* 
1 H2 purification membrane (PERM)** 

    
Flow diagrams of the HDSs modelled are shown in 
Figure 3. 
 

 
 

Figure 3: Flow diagram of HDSs 1-3. 
 
2.2 MATHEMATICAL MODEL 
 
Equations used are basically mass and gaseous 
component balances. In fact, both represented with 
the general form shown in equations 1-2, meaning 
that input equals output (except in reactors). 
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ΣFIN = ΣFOUT (1) 

Σ(FIN x y[H2]IN) = Σ(FOUT x y[H2]OUT) (2) 
 

Where: F is the volumetric flow (IN / OUT of the 
system), y[H2] is the molar fraction of H2 (IN / OUT 
of the system)  

 
In reactors, H2 consumption (H2CON) and LIG 
generation (LIGGEN) are calculated proportional to 
HC (see equations 3-4, where: kLIGHC and kH2HC are 
the first order reaction constants). In addition, four 
terms were considered to account for H2 consumption 
and LIG generation with their corresponding effect 
on mass balances, see equations 5-8. Where: H2CON 
and LIGGEN are H2 consumed and light ends 
generated through reactions, G is the HC liquid flow 
(IN / OUT of the system), LIGMW is the molecular 
weight of LIGsand   

 
H2CON = kH2HC x HCIN (3) 
LIGGEN = kLIGHC x HCIN  (4)    

ΣFIN - H2CON + LIGGEN = ΣFOUT (5) 
Σ(FIN x y[H2]IN) - H2CON = Σ(FOUT x y[H2]OUT)    (6) 

ΣGIN - LIGGEN x LIGMW = ΣGOUT (7) 
Σ(FIN x y[LIG]IN)-LIGGEN=Σ(FOUT x y[LIG]OUT) (8)     

 
Separation drums (HP/LP drums) have specific 
additional equations (9-10) that represent how they 
split their mixed gas and liquid inlet (GIN) streams 
into a gas outlet (FOUT) and mixed gas and liquid 
outlet (GOUT). The latter containing the gases that 
remain solubilised from the GIN. A solubility constant 
for: gas in HC and H2 in HC, should be considered 
for this behaviour to be useful [6, 13]. In the 
particular case of LP drums GOUT is free of gases.    
 

GasL = ks
GHC x HCIN (9) 

GOUT x y[H2]OUT = ks
H2HC x HCIN   (10) 

 
Where ks

GHC and ks
H2HC are the solubilities of gas and 

H2 in HC respectively, HCIN is the HC inlet to the 
drum.    
 
Rather than applying a rigorous model to represent 
chemical consumption and generation of gases, a 
simplified empirical first order dynamic is imposed. 
The same simplification is used to account for 
solubility dynamics (ks

H2HC, ks
GHC). Therefore, 

changes in coefficients ks
GHC, ks

H2HC, kH2HC and 
kLIGHC, are modelled using equation 11 that 
represents the generic form of them all. Time 
constants (τi) used were: 0.45 h (τR1) and 0.65 h 
(τSHP), for reactions and separators respectively. 
These values were deemed sensible for typical HDS 
processes reaching steady state after 2 h in reactors 
and 3 h in separation drums [12-13]. One hour delay 
is included between reactors and downstream drums 
to account for fluid hydraulic time.   

 
Y(t) + τi x Y(t)’ = k (11) 

 
Where: Y is a derivable function of time (t) with 
value k at t = ∞, and first derivative Y’. Therefore: 
ks

GHC, ks
H2HC, kH2HC and kLIGHC were represented as 

time dependent coefficients with known steady state 
values. Transitions were computed applying equation 
11 with τR1 = 0.45 h, τSHP = 0.65 h. 
  
General statistics of the system from PROSIS® [4] 
are shown in Figure 3. 
 

 
 
Figure 3: General statistics of the system. Source: 
PROOSIS® [4]. 
 
2.3 CASES STUDIED 
 
Two state transitions from a baseline case (case1) 
were simulated: high H2 demand case (case2) and 
low H2 demand case (case3). Process conditions of 
cases 1-3 are shown in Table 2. 
 
 
 

Table 2: Cases process conditions. 
 

 Case 1: Baseline 
 kH2HC kLIGHC ks

GHC ks
H2HC 

 Nm3/m3 Nm3/m3 Nm3/m3 Nm3/m3 

HDS1 30 1.5 10 6 
HDS2 60 5 13 14 
HDS3 70 6 14 8 
 Case 2: High H2 demand 

kH2HC kLIGHC ks
GHC ks

H2HC 
Nm3/m3 Nm3/m3 Nm3/m3 Nm3/m3 

HDS1 35 2 11 7 
HDS2 60 4.8 13 9 
HDS3 75 6 15 9 
 Case 3: Low H2 demand 

kH2HC kLIGHC ks
GHC ks

H2HC 
Nm3/m3 Nm3/m3 Nm3/m3 Nm3/m3 

HDS1 25 1 8 4 
HDS2 50 4 10 6 
HDS3 63 5 13 8 
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 HC conditions 
FHC ρHC mwHC 

 m3/h kg/m3 kg/kmol 

HDS1    
HC1 150 800 150 
HDS2    
HC1 130 800 150 
HC2 30 850 170 
HDS3    
HC1 105 800 150 
HC2 45 850 170 

 
Conversely with reaction and solubility coefficients, 
network flowrates were fixed (i.e.: set as boundaries) 
and are shown in Table 3. Therefore, system 
responses were deemed entirely due to HC properties 
change rather than operating conditions, such as: feed 
flowrates, gas purge, etc. 
 

Table 3: Fixed process conditions of the cases 
studied. 

  
Boundary Units HDS1 HDS2 HDS3 
MU1.F (from LPH) km3/h 3.0 4.0 1.0 
RC1.F (recycle) km3/h 70 70 70 
PG.F (purge to LPH) km3/h 3.0 5.0 2.0 
Q1.F (Quench 1) m3/h  1.0 1.0 
Q2.F (Quench 2) m3/h  1.0 1.0 
Z.F (PERM inlet) km3/h   9.0 
Z.PG (PERM purge) km3/h   2.0 
 
 
2.4 SIMULATION  
 
The simulation experiment consisted in running the 
network at: baseline conditions first, then case2 and 
case3. The sequence is shown in Table 4. 
 

Table 4: Simulation sequence 
 

Case Start time (h) End time (h)
1 0 3 
2 3 8 
1 8 14 
3 14 20 
1 20 24 

 
 
 
3 RESULTS 
 
3.1 Global mass balance 
 
The mass balance of the network was divided into 
four terms for ease of understanding. 

The first term is the H2 consumption occurring in 
reactors due to chemical demand of H2 (see Figure 
4). 
The second is H2 from outside being fed to the 
network (source) and H2 purged to FG header. This 
term is shown in Figure 5.    
Similarly, two additional terms referring to LIG fed 
to the network and purged to FG complete the global 
mass balance. Figures 6-7 show LIG flow rates for 
the global balance. 
 

 
 

Figure 4: H2 consumption in reactors. 
 

 
 

Figure 5: Network H2 in make-up and purge to FG. 
 
 

 
 

Figure 6: LIG generated in reactors. 
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Figure 7: Network LIG in make-up and purge to FG. 
 
3.2 Solubility coefficients in separation drums  
 
Gas and H2 solubility coefficients are shown in 
Figure 8. 
 

 
 

Figure 8: Gas and H2 solubility in HC at separation 
drums. 

 
3.3 Hydrogen purity 
 
H2 purity is of key importance in desulphurisation 
processes, especially to maximise catalyst lifecycle 
[2, 12-13]. Therefore, is important to control H2 
purity in the network. Figures 9-10 show H2 purity in 
the network and its values in reactors. 
 
 

 
 
Figure 9: Network H2 purities. H2 purities of: source, 

purge to FG, LPH inflows and outflow.  
 

 
 

Figure 10: Reactors’ H2 purities.  
 
 
4 DISCUSSION 
 
It is seen how H2CON and LIGGEN affect H2 make-up 
from the source (Figures 4-5), since the network 
closes its global mass balance with the make-up gas. 
Therefore, transitions from case1-2 and case3-2 
imply diminutions of make-up flow to the network. 
The opposite happens with transitions from case2-1 
and case1-3. However, H2 purity (y[H2]) within the 
network  changes in the opposite direction (see 
Figure 9) due to gas and H2 solubility dependence 
(ks

GHC and ks
H2HC, equations 9-10), whose changes 

are seen in Figure 8. In fact, separators hold 
responsibility for recycle gas composition in each 
plant, and consequently within the network. Their 
influence is due to equations 9-10 which determine 
the separation in terms of composition and flow rates 
applying the model proposed by Gomez (2016) [6].  
The same response is seen in LIGs, although at 
different rates (see Figures 6-7). An analogous 
reasoning explains this behaviour. 
 
A similar analysis can be applied to gas headers, 
from which LPH and FGH are of particular interest. 
This is because, the former works as a gas recycle 
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sink, receiving plants’ LPH purges and providing low 
purity make-up back into the plants (MU1 inflow and 
PG_LPH outflow, see Figure 3). In the LPH the FG 
purge to the FGH takes care of the pressure control 
of the header, closing its mass balance against the 
FGH. Since three inflows to LPH are boundaries 
(purges to LPH) and three outflows are boundaries as 
well (MU1 to HDS1-3), LPH outflow to FGH is 
fixed by the mass balance in 3000 Nm3/h (expressed 
in volume in equation 1). In addition, FGH receives 
plants’ purges to FG and from LPH, and again, its 
pressure control is achieved by purging gas off the 
network as shown in Figure 11. See Figure 1 for LPH 
and FGH inflows and outflows diagrams within the 
network. In overall, LPH gas is a component of 
actual make-up and FGH outflow is the network’s 
purge, usually to flare header. 
 

 
 
Figure 11: Fuel gas header inflows (PG to FGH) and 

purge (PG). 
 
H2 purity in the plants show significant dependence 
with reactors’ specific consumptions (i.e.: kH2HC and 
kLIGHC) and their dynamics. In fact, from case1-2 an 
increment of around 20% is seen for HDS1-2 and 
around 12% for HDS3 (Figure 10). Smaller 
variations are shown in the rest of the transitions. 
Therefore the simulation predicts and presents clearly 
the dynamics of H2 purity in all streams (see Figures 
9-10), being this an asset for plant operators, 
production scheduling team. For instance, H2 purity 
sharp drops and peaks affect negatively scheduling 
since it may take longer to comply with expected 
crude processing timetables. Operators will need to 
smooth down transitions either by feeding lower rates 
to the units (least likely) or purging more to LPH 
(most likely). In any case the process will be 
constrained and will not meet the optimum 
scheduling unless transition states were known 
beforehand. In addition, simulation of the network 
may aid: in debottlenecking (when H2 is scarce), or 
in undertaking what-if analysis, due to its ease of 
setting different scenarios. For example, purity 
affects (Figures 9-10): compressors performance and 
catalysts lifecycle. Therefore, it may be challenging 

for compressors to deal with transitions from case1-2 
and back. Using the network simulation this will be 
predicted and operators will be able to act in 
consequence. In overall, simulation of the network 
holds potential use as support tool in any decision-
making process where prediction of network streams’ 
status is utilised. In this theoretical network is seen 
that case1-2 and case2-1 transitions lead to the most 
extreme H2 purities. Although their steady states do 
not show extreme values, in the transitions H2 
purities reach values that are usually far below 
minimum required (typical minimum bound: 60%). 
Therefore, schedulers and operators can anticipate 
and consider more realistic transition times and how 
to mitigate their effects. Similar advantages will be 
seen when studying different scenarios and how the 
network is likely to respond. 
 
It is important to highlight the limitations of the 
model and their extent. The results shown rely on the 
dynamics of the H2 consumption and LIG generation 
in the reactors, and gases solubility in the separation 
drums (equations 3-4, 9-11). Therefore, a proper and 
specific determination of: ks

H2HC, ks
GHC, kH2HC, kLIGHC, 

τi would be essential in any actual network case 
study. In this work only theoretical and sensible 
values were applied to probe usefulness of the 
methodology. In addition, the previous parameters 
are linked to HC composition in actual processes, 
especially to the sulphur content. This was not 
modelled.    
   
 
5 CONCLUSIONS 
 
A first principle refinery hydrogen network that 
considered empirical first order dynamics on: H2 
consumption, LIG generation, and solubility in 
separation drums, was modelled. The simulation of 
the three cases studied showed transient properties 
along the network that differ significantly from 
steady states, bringing essential information for 
operation. In particular the simulation presented an 
effective analysis of network dynamics in a 
simplified and empirical-based fashion.The gas 
purities were the most significantly affected variables 
with up to 10% difference between transient and 
steady state responses. This knowledge is useful for: 
processing schedule development and normal 
operation. Other potential usage is identified in 
minimising compressors operation outside their 
allowed working region. 
Further research on real cases of study should be 
conducted to validate this methodology, and its 
utility in the decision-making process in actual 
refinery hydrogen networks.       
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